GENERAL NOTES

1. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO
INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS
SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL
CABLES TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE.
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SEE 3. REMOVE AND DISPOSE OF ALL UNUSED SIGNAL CABLE.
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NOTE
SPECIAL NOTE:
INSTALL HANDHOLE WITH LONG DIMENSION PERPENDICULAR TO
TRAVEL WAY FOR INSTALLATION OF NON—INVASIVE PROBES.
EXTEND CONDUIT A MINIMUM OF 2 IN. AND MAXIMUM OF 3 IN.
INTO HANDHOLE. |
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CONSTRUCTION DETAILS
B. USE EXISTING HANDHOLE.
C. USE EXISTING CONDUIT.
SEE
F.  INSTALL HANDHOLE. BECIAL
G. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - BORED. ‘;DT?//,///
J. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED. | ﬂ\x//’f//
K. ABANDON EXISTING LOOP DETECTOR. DISCONNECT AND REMOVE LOOP DETECTOR ww _
" CABLES FROM CONDUITS. HANDHOLES. SIGNAL STRUCTURES AND CONTROLLER. -
N. INSTALL NON—-INVASIVE MICROLCOP PROBE SET WITH 1.000 FT. LEAD—IN IN PROPOSED - oD NOXX356.05

3 IN. CONDUIT.

‘ SEE SHA NO:HA378KK53
0. INSTALL NON—INVASIVE MICROLOOP PROBE SET WITH 500 FT. LEAD-IN IN PROPQOSED SPECTAL \\
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TRAFFIC SIGNALIZATION PLAN
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